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Guideline for Qualified Captures

***Introduction
For customer who is using GV-LPR system or GV-DSP LPR, please study this document as set-up

instruction. The “required standard” will enable the system to reach optimized recognition accuracy.

***Optimized Plate Size

The optimized character height on vehicle plate is 32 pixel. There are two methods to check
captured character height.

1. Enable “Display recognition size” in System Configuration, the character height and width will be

showed during recognition automatically.
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2. Check captured snapshot, they are saved under C:\GV-LPR\DataStorage

Please use Paint software to check character height.
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Remark: if you use mega pixel IP-cam as recognition camera, please save original image size

“Resolution by source” in Alarm definition setting.
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***Optimized Capture Quality

LPR Camera

We recommend GV-LPR CAM for capture of reflective car plates. In case GV-LPR CAM doesn’t fulfill

your application, here is our suggestion for third party LPR camera:
1. TV line: at least TVL550
2. Sensor: 1/3”CCD or above.

3. Configurable shutter speed and focus to capture moving vehicle plates. (Both auto shutter speed
and auto focus mode are not recommended for capture of running vehicles)

4, Eliminate background image (our purpose is to get clear characters without unnecessary

confusion from background image)

Example: Without filter V.S. With filter
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5. Headlight resistance: to avoid over-exposed images during night time.

Example: Without headlight resistance v.s. With headlight resistance
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Good image quality 1:
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Unqualified images, please try to avoid:
Insufficient Contrast

Incorrect Focus/ Shutter Speed

Overexposed
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Shadow on plates

/
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Interlaced (jagged)
p—
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