Na start, wytłumaczenie jak dodaje się do fibaro obrazy z kamer.


Kamery IP (oznaczenia YUC-)

Okno JPG URL 
wpisujemy: 
http://<ip_rejestratora>:<portweb>/GetImage.cgi

Okno MJPG
http://<ip_rejestratora>:<portweb>/GetData.cgi?CH=x

gdzie x = strumień (dla przykładu 1 - strumien megapikselowy, 2 - strumien pomocniczy mniejszy)
Poniżej przykład jak to się wpisuje jeżeli wcześniej wprowadzimy adres ip, natomiast jeżeli adresu nie wprowadzimy - wpisujemy całą ścieżkę
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General Settings Advanced Settings

Camera Configuration

To move camers, enter URLs for each function
1P Address:

PG URL, Tf You chaosed camera fram the list, this field will be filed in
automatically, In other case, please use URL address specified in device awner's
manual

MIPG stream URL, If You chaased camera fram the list, this field will be filed in
automatically, In ather case, please use URL address specified in devics awner's
manual

Turn left URL. IF You choosed camera from the lst, this fisld will be filled in
sutomatically, In other case, please use URL sddress specified in devics owner's
manual

Turn right URL, 1f Yau chaased camera fram the list, this field will be filed in
automatically, In ather case, please use URL address specified in device awner's
manual

move up URL, If You chaosed camera fram the list, this field will be filed in
automatically, In ather case, please use URL address specified in device awner's
manual

move dawn URL, If You chonsed camera frm the list, this field will be filed in
automatically, In other case, please use URL address specified in devics awner's
manual

Stap camera mavement URL, If You chansed camera fram the lst, this fisld will
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Name: yudor

Roam; stet -]
Camera Model: Other model -]
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Rejestratory Analogowe (YDS-)

Okno JPG URL 
wpisujemy: 
http://<ip_rejestratora>:<portweb>/GetJPG.cgi?CH=x

gdzie x= numer kanału analogowego

Okno MJPG
http://<ip_rejestratora>:<portweb>/GetData.cgi?CH=x

gdzie x = numer kanału analogowego


Wszystko powinno wtedy działać

